
OAI LABORATORIES
INDIANAPOLIS

7898 Zionsville Road

Indianapolis, IN 46268

Phone: 877-458-3315

OAI LABORATORIES
HOUSTON

10910 W. Sam Houston Pkwy. N.

Suite 700

Houston, TX 77064-6314

Phone: 877-458-3315

OAI LABORATORIES
SALT LAKE CITY

3060 W. California Avenue

Suite B

Salt Lake City, UT 84104

Phone: 877-458-3315

OAI LABORATORIES
CANADA

5140 75th St.

Edmonton, AB T6E 6W2

Phone: 877-458-3315

Send your samples to the 
laboratory location 

nearest you.

To order OIL ANALYZERS 
Fluid Analysis kits,

please call 800-777-7094.
www.oaitesting.com
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Imagine being able to see exactly what’s happening inside an engine, a gearbox or hydraulic 

system. OIL ANALYZERS Fluid Analysis is a preventive maintenance tool that provides a picture of

both the fluid condition and the internal condition of a component or system without disassembly.

OIL ANALYZERS Fluid Analysis will:

• Extend oil drain intervals
Monitoring the condition of the oil optimizes drain intervals so that you get the most out of the

fluid you’re paying for. Fewer oil changes minimize maintenance costs and maximize uptime.

• Extend equipment life
Monitoring system cleanliness and filtration efficiency allows you to keep your equipment

longer and significantly reduce replacement costs.

• Identify minor problems before they become major failures
State-of-the-art fluid analysis identifies dirt, wear particles, fuel dilution, and coolant – 

contaminants that can cause catastrophic failure or significantly shorten equipment life.

• Maximize asset reliability
Testing and analysis ensures that units are up, running and making money.

• Increase resale value
Analysis results provide valuable sampling history documentation that easily justifies higher

equipment resale values.

What Can the OIL ANALYZERS 
Fluid Analysis Program Do For You?
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HIGH-QUALITY TESTING
The OIL ANALYZERS Fluid Analysis Program utilizes independent ISO 17025 A2LA accredited

testing laboratories. This is the highest level of quality attainable by a testing laboratory backed

by the most stringent accrediting body in the industry. You can be confident that the results you

receive are accurate, repeatable, and traceable to a standard and that your fluid analysis 

program is supported by a documented quality system you can depend on to deliver superior

testing and customer services.

INNOVATIVE INFORMATION TECHNOLOGY SOLUTIONS
The OIL ANALYZERS Fluid Analysis Program’s online reporting software shows you how to 

get the most from your information. Using HORIZON online you receive results fast – almost

immediately after sample processing is complete. The software’s management reports can then

take your fluid analysis program to the next level by helping you manage your data and your

program efficiently and effectively.

Why OIL ANALYZERS?

Fluid Analysis Program
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Suggested Sampling Intervals & Methods 

Taking Samples
OIL ANALYZERS Fluid Analysis will show you how 

regular sampling and TREND ANALYSIS – monitoring

test data over an extended period of time – will 

provide the information you need to continually 

maximize asset reliability, and, ultimately, increase

company profits. Comparing a component’s most

recent samples to its historical data is instrumental 

in identifying trends that can pinpoint potential 

problems.

Although an equipment manufacturer’s 

recommendations provide a good starting point 

for developing preventative maintenance practices,

sampling intervals can easily vary. How critical a

piece of equipment is to production is a major 

consideration for determining sampling frequency, 

as are environmental factors such as hot, dirty 

operating conditions, short trips with heavy loads

and excessive idle times.

Fluid analysis is most effective when samples are

representative of typical operating conditions. Dirt, 

system debris, water and light fuels tend to separate

from the lubricants and coolants when system 

temperatures cool. For optimum results, consider 

the following best practices:

• Take samples while systems are operating under

normal conditions or immediately after shutdown

while they are still at operating temperature.

• Take samples at regularly scheduled intervals.

• Take samples from the same sampling point 

each time.

Whether you’re a seasoned veteran or a first-time

sampler, a well-designed, quality fluid analysis 

program puts you on track for well-managed, 

cost-effective equipment maintenance 

programming.

CCOOMMPPOONNEENNTT IINNTTEERRVVAALL SSUUGGGGEESSTTEEDD  MMEETTHHOODD  &&  LLOOCCAATTIIOONN

MMOOTTOORR VVEEHHIICCLLEESS

By vacuum pump through dipstick retaining 
tube or sampling valve installed in filter return

Gears, By vacuum pump through oil level plug
Differentials & 250 hours or dip stick retaining tube
Final Drives

Planetaries 250 hours By vacuum pump through oil fill port 
of system reservoir at mid-level

Cooling System 1,000 hours By vacuum pump through radiator cap 
or fill port of system reservoir at mid-level

IINNDDUUSSTTRRIIAALL EEQQUUIIPPMMEENNTT

Hydraulics 250-500 hours By vacuum pump through oil fill port 
of system reservoir at mid-level

Through sample valve installed upstream 
Gas Turbines Monthly or every 500 hours of the filter on the return line or out of 

the system reservoir

Through sample valve installed upstream 
Steam Turbines Bi-monthly or monthly/quarterly of the filter on the return line or out of 

the system reservoir

Gas/Air Monthly or at Through sample valve installed upstream 

Compressors 500 hours/quarterly of the filter on the return line or out of 
the system reservoir
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Diesel Engines
125 Hours/7,500 miles
250 Hours/15,000 miles
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Sampling with a 
Vacuum Pump
A vacuum pump is used to take samples from a 

dipstick or non-pressurized system. The pump is

attached to the sample jar, a tube is inserted into the

pump and then into the dipstick retaining tube or oil fill

port. Activating the pump handle, the sample jar should

be filled about 3/4 full or to its shoulder.

When sampling engines:

• Measure length or depth of fill port tube, 

reservoir or dipstick.

• Add six (6) inches and mark the measurement 

on the tubing.

• Cut the tubing 12 inches

beyond this mark.

• Insert tubing onto top 

of vacuum pump and

tighten lock ring.

• Remove sample jar lid

and attach jar to bottom

of vacuum pump and

tighten securely.

• Insert tubing into fill port, reservoir or dipstick

retaining tube only to the mark on the tubing. 

To avoid drawing settled debris into the sample, 

do not allow contact between tubing and bottom 

of reservoir.

• Push and pull vacuum pump plunger until sample

jar is 3/4 full.

• When sample reaches shoulder of jar, unscrew jar

from pump, replace jar lid and tighten securely.

• Unscrew pump locking ring, remove tubing and

drain excess oil back into reservoir.

• Discard tubing after each sample to avoid cross

contamination.

• Complete sample jar label and affix to 

sample jar.

Fluid Analysis Program
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OIL ANALYZERS Fluid Analysis Test Packages

Oil Kit
Test Packages

Applications Engines Non-Engines

Purpose Monitors wear & contamination

24 Metals by ICP • •

% Fuel Dilution •

% Soot •

Water % by Crackle • •

Viscosity @ 40°C • •
(if ISO grade fluid)

Viscosity @ 100°C • •
(if SAE grade fluid)

Oxidation/Nitration
By FTIR • •

Total Base Number •

Total Acid Number •

OIL ANALYZERS Fluid Analysis provides diagnostic testing designed to evaluate

lubricant condition, component wear and contamination in mobile and industrial

applications with a test report provided by an independent laboratory for each 

sample submitted. Refer to the chart below to determine which combination of tests

each component will receive.

To order OIL ANALYZERS Fluid Analysis kits, please call OIL ANALYZERS at 800-777-7094. For product

information, if you have questions regarding the OIL ANALYZERS fluid analysis program, or for help in

understanding your test reports, call 877-458-3315.
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Coolant Kit
17 Metals by ICP

pH

Glycol % 
(Ethylene or Propylene Glycol)

Freeze Point

Boil Point

Nitrite

SCA Number

Total Dissolved Solids

Specific Conductance

Total Hardness

Visuals (color, oil, fuel, 
magnetic precipitate, non-magnetic
precipitate, odor & foam)

Basic Fuel Kit
24 Metals by ICP

Viscosity @ 40°C

Calculated Cetane Index

Distillation

API Gravity

Basic Fuel Kit
Fuel Contamination

Water & Sediment

Aerobic Bacteria

Basic Winter Fuel Kit
Cloud Point

Pour Point

Premium 
Winter Fuel Kit

Cloud Point

Pour Point

Cold Filter Plug Point

Sampling Equipment 
and Supplies

Vacuum Pump

Plastic Tubing (100 ft. roll)

Plastic Tubing (56”)

Fluid Analysis Program

* Cold Filter Plug Point can be added to 
any fuel test package.

To order OIL ANALYZERS 
Fluid Analysis kits,
please call 800-777-7094.
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Component Registration Forms
A CCoommppoonneenntt  RReeggiissttrraattiioonn  FFoorrmm is included with

every sample kit. Fill it out only when sampling a 

component for the first time or to notify the laboratory

of a change in component and/or fluid information

already registered with the laboratory. CCoommpplleettee,,  

uupp--ttoo--ddaattee  iinnffoorrmmaattiioonn  eennssuurreess  tthhaatt  yyoouu  rreecceeiivvee

tthhee  pprrooppeerr  tteessttiinngg  aanndd  aann  aaccccuurraattee  aannaallyyssiiss  ooff

tthhee  rreessuullttss..

• Fill out the CCoommppoonneenntt  RReeggiissttrraattiioonn  FFoorrmm

completely and accurately.

• Use this form oonnllyy for first-time samples or changes

in unit oorr oil information previously submitted.

• Include it in the black mailer with the sample jar.

Sample Labels
Complete a ssaammppllee  jjaarr  llaabbeell for eevveerryy sample 

submitted to the laboratory. BBee  ssuurree  ttoo  ffiillll  oouutt  aallll  llaabbeell

iinnffoorrmmaattiioonn  ccoommpplleetteellyy  aanndd  aaccccuurraatteellyy  ttoo  eennssuurree

pprrooppeerr  tteessttiinngg  aanndd  aaccccuurraattee,,  iinn--ddeepptthh  aannaallyyssiiss..

Once complete, attach the label to the sample bottle. Fill

in the unit’s ID on the removable tracking number sticker

located to the right of the sample label and retain for your

records.

• Fill out the ssaammppllee  jjaarr  llaabbeell completely and 

accurately.

• Include aallll unit and fluid information requested 

including unit ID, type of component and position, 

time on both the fluid and the unit and whether or 

not fluid has been added or changed.

• Track sample processing at www.trackmysample.com.

NNOOTTEE::  WWhheenn  yyoouu  pprroovviiddee  aaccccuurraattee  aanndd  ccoommpplleettee  uunniitt  aanndd  ooiill

iinnffoorrmmaattiioonn,,  yyoouurr  llaabboorraattoorryy  ccaann  ddeelliivveerr  aaccccuurraattee  aanndd  ccoomm--

pplleettee  rreessuullttss  aanndd  rreeccoommmmeennddaattiioonnss..

SSTTEEPP  11 SSTTEEPP  22
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Shipping Information

Complete the mailer return address label for the 

laboratory nearest you and attach it to the shipping

container, affix the appropriate postage and mail. 

Use a trackable shipping service for sending samples 

to the laboratory.

• Complete and attach the return mailer address label

to the black shipping container.

• Ship by trackable mail service such as FedEx or UPS.

Test Reports and Data
Management
Your FREE, online reporting option – HORIZON – is fast,

bringing you test results almost immediately after 

processing is complete. 

HORIZON Management Reports allow you to affect 

positive changes in your daily maintenance practices by: 

• Keeping sampling schedules on track

• Identifying bottlenecks in turnaround time that are

costing you money

• Summarizing unit problems that could influence 

future purchasing decisions. 

Control over an extensive host of personal application

settings and preferences also gives you the power to put

the information you need most in front of you first.

Go to www.horizonsignup.com

SSTTEEPP  33 SSTTEEPP  44

Fluid Analysis Program

SSaalltt  LLaakkee  CCiittyy

IInnddiiaannaappoolliiss

HHoouussttoonn

NOTE: When you provide
accurate and complete
unit and fluid informa-
tion, your laboratory 
can deliver accurate 
and complete results 
and recommendations.
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